





TACTICAL AIRLIFT DROP ZONE CRITERIA�
�



PERSONNEL


�
�
ALTITUDE


(AGL)�
WIDTH


(Note 1)�
LENGTH  (Notes 2 & 3)


    1 Jumper                  Additional Jumpers�
�
Up To 1,000(�
600 yd�
600 yd�
Add 75 yd for each additional      jumper to trailing edge (100 yd  when using CAPES)�
�
Above 1,000(�
Add 30( to width and length for each 100( above 1,000( 


(add 15( to each side of the DZ)�
�



CDS


�
�
ALTITUDE


(AGL)�
WIDTH


(Note 1)�
# OF CONTAINERS


       Single               Double�
LENGTH


(Note 2)�
�
Up To 600(�
400 yd�
1


2


3


4


5 - 8�
1 - 2


3 - 4


5 - 6


7 - 8


9 or more�
400 yd


450 yd


500 yd


550 yd


700 yd�
�
Above 600(�
Add 40 yd to DZ width and length for each 100( above 600( 


(20 yd added to each side of the DZ)�
�



HEAVY EQUIPMENT


�
�
ALTITUDE


(AGL)�
WIDTH


(Note 1)�
LENGTH   (Notes 2)


    1 Platform              Additional Platforms�
�
Up to 1,100(�
600 yd�
1,000 yd�
Add 400 yd to trailing edge for each additional pl
