P-3 ACRONYMS

Class 0306

Electrical

FEAC “Flight AC”


Pitot Heat


Outflow Valve


Standby Attitude Indicator


Standby Vertical Gyro


FDI


IFF Transponder


Radar Altimeter


Essential Lighting

FEDC “Flight DC”


Bell (warning)


Utility lights


Gen. 4 Aux. Control


GOB Relay


Pitch Lock Reset


IFF


Inverter Relay

Turn Needles (EFDS)


INS “inertials” (RINV)


Peanut Gyro (EFDS)

The “Big 4” Circuit Breakers

· Bus A

· Bus B

· Gen 4 Transfer

· Gen 4 Aux Control

Generator Reset Procedures (NATOPS 5.1.2)

(Warning) Gen Light on steady

“Feed Supper to the Flying Bear”

· Feeder Fault

· Supervisory Panel Malfunction

· Flywheel (Generator) diode Malfunction

· Bearing (Generator) Failure

MEAC
– Monitorable Essential AC “Mon AC” 

MEDC
– Monitorable Essential DC “Mon DC”

FEAC 
– Flight Essential AC “Flight AC”

FEDC
– Flight Essential DC “Flight DC”

SEAC
– Start Essential AC “Start AC”

SEDC
– Start Essential DC “Start DC”

GOB 
– Ground Operation DC “GOB”

APU Ess – APU Essential DC “APU Essential”

MDC 
– Main DC Bus “Main DC”

EMDC
– Extension Main DC “Ext Main DC”

Bus A 
– Main AC Bus A “Bus A”

Bus B 
– Main AC Bus B “Bus B”

Power Sources for 

Eng Gauges on Glare Shield

“Monkey Shit Tastes Awful”


Shaft Horsepower
- Mon AC


TIT


- Start AC


RPM


- Tach Gen


Fuel Flow

- Bus A
AC/Press Systems

A, B, C Valves “Catch a CAB”


C – Hot Air Bypass vlv
“Cookin”


A – Turbine Bypass vlv
“Ahhhh”


B – Turbine Shutoff vlv
“Brrrrrr”

Pulling Ground Air Sensing CB

“Bypass the SPEAR”


Blower Bypassed


Strobe off(both upper & lower)


Prop De-ice off


Emp De-ice off


Auto-Pilot Returns


Radar off

Engine Systems

14th Stage Bleed Air (NATOPS 2.8.2)


Wing De-ice


Engine Anti-ice


Engine Start


Bomb Bay Heat


Oil Cooler Augmentation


Close 5th & 10th Stage Bleed Air

Engine Accessories (NATOPS 2.8.5)


Fuel Control Unit


Engine Driven Pumps (Cent, Prim, Sec)


Speed Sensitive Control


Speed Sensitive Valve


Main Oil Pump


Oil Filter


Scavenge Oil Pump

Reduction Gear Box Accessories

(NATOPS 2.8.6.2)


Starter


Tachometer Generator


Oil Pump/Filter


Generators (2,3,4)


Engine Driven Compressor (2,3)

E-Handle Functions (8) (NATOPS 2.8.10)


“4 F’s and a BOGE”


Fuel at FCU Shuts off


Feather System Activation


Feather Valve moves to Feather Pos


Fuel Tank Emerg Shutoff Vlv closes


Bleed Air Shutoff Valve closes


Oil Tank Shutoff Valve closes


Gen Cooling Door closes


EDC Dumps & 



Firewall Shutoff vlv closes

Prop System

Prop Safety Features

“2 B A 2 P Land”


Beta Follow-up


Brake


Auto-feather


Pitch Lock


Pitch Lock Reset


Low Pitch Stop


Air Start (45()


Negative Torque Sensing


De-coupler

Hydraulic System

Hydraulic Systems

“FEAR the Bomb bay”

#1 & #2 systems


Flaps


Elevator Boost


Aileron Boost


Rudder Boost


Bomb Bay doors

#1 system only


Brakes


Landing Gear


Nose Wheel Steering

Foul Wx System

Emp De-ice Light


“To the CCCP”


Timer motor fail


Overheat Condition


Cycling Power relay de-energized


Control relay de-energized


Control Power CB open


Parting strips power relay de-en

Windshield Crack


“De-Heat, De-Helmet, De-Termine”

